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FORKLIFT SIGHT SOLUTIONS
The Hyster® Reach Truck extends high, making it more difficult for the driver to see the
position of the forks. Manoeuvring between racks while moving pallets can also prove
challenging. This is simplified with an Orlaco camera system. The camera gives the driver
a clear image of the forks from up high to down low; the position of the forks, the load and
the surroundings. An ideal solution for a more productive day on the job.

MID-MASTVIEW
The Mid-mastview system shows the driver the view along the fork after the freelift stage.
This allows correct positioning and a view on the racking when non-Euro pallets are used.
The camera is mounted (mostly on an additional bracket*) on the cross member of the inner mast stage.
The robust monitor is supplied with a fully adjustable clamp bracket that is mounted on the Reach Truck’s guardrail.
* Note: the camera bracket needs to be added locally, the measurements depend on the configuration of the mast.

MID-MASTVIEW CAMERA SYSTEM
■■
■■
■■
■■
■■

Camera AMOS CPH 51°
Monitor 7” RLED, including adjustable bracket
Pulley
Dynamic cable 11m
Springset

FORKVIEW
The Forkview system shows the driver the view along the fork. This allows correct positioning of the
fork while reducing the physical strain for the driver and the risk of damage of the load.
The camera is mounted at the inside of the right-hand side fork. The robust monitor is supplied with a
fully adjustable clamp bracket that is mounted on the Reach Truck’s guardrail.

FORKVIEW CAMERA SYSTEM
■■
■■
■■
■■
■■
■■

Camera AMOS CFMC 51°
Monitor 7” RLED, including adjustable
bracket
Pulley (2x)
Dynamic cable 5m
Dynamic cable 15m
Springset (2x)
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AMOS CFMC AND CPH CAMERAS
■■
■■
■■
■■
■■
■■
■■
■■

Next generation CMOS sensor
Light sensitivity 0.05 Lux
Operating temperature -40°C to +85°C
Waterproof
Heated lens glass
High resolution
Fixed lens, angle of aperture 51°
Impact and vibration proof

VIEW-ON-FORKS
The View-on-forks system allows the driver to see
on the monitor an optimal view along the fork.
This allows correct positioning, without making
the fork wider.
The camera is mounted under the fork carriage.
The monitor is supplied with a fully adjustable
clamp bracket that is mounted on the Reach
Truck’s guardrail.

VIEW-ON-FORKS CAMERA SYSTEM
■■
■■
■■
■■
■■
■■

Camera AMOS CPH 51°
Monitor 7” RLED, including adjustable bracket
Pulley (2x)
Dynamic cable 5m
Dynamic cable 15m
Springset (2x)
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OPTIONS AVAILABLE FROM HYSTER

®

VIEW-ON-FORKS / MID-MASTVIEW CAMERA
■■
■■

AMOS CPH 51°
Includes 0.6m cable with 4p male connector

FORK VIEW CAMERA
■■
■■

P/n 3114888

AMOS CFMC 51° PAL
Includes 1m multi cable 4p connectors

MONITOR 7” RLED RC 4 CS
■■
■■
■■

P/n 3116802

4m multi cable (power) open wired, 4m multi cable
(video) with 4p female connector
User-adjustable 190mm mounting bracket with clamp)
Suitable for (open cabin) cold store applications

DYNAMIC CABLE (MAST CABLE)
■■
■■
■■

P/n 3116804 (5m)
P/n 3116810 (11m)

Available in lengths of 5, 11 and 15 metres
Soft cover with small bend radius
Includes 4p molded connectors

P/n 3116803 (15m)

PULLEY FOR DYNAMIC CABLE
■■
■■
■■

P/n 3114879

Diameter: 80mm
Stainless steel brackets and anodized aluminium pulley
Suitable for -50°C to +150°C

SPRING SET FOR DYNAMIC CABLE
■■

P/n 3114878

For pre-tensioning of the mast cable
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